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95
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Fixed Optic

IP Rating:

Optics: 

UGR:                                       

CRI:

Lifetime:

CCT:

Typical  Source

Efficacy (lm/W):

Control:

Binning

Voltage: 

Power(W):

Ambient temp:

Class:

Plug Type:

Certifications:

IP67

15°/24°/36°

<19

92Ra

50,000 hrs (L90 B10)

2700K

113

On/off

2 Step MacAdams

DC 24V   

20W

-20 ℃ to  45 ℃

III

Plug & Play (2 pin) - male

CE

FOCUS 
Ф140
Outdoor Uplights 

cutout :140mm

Ø14.9

51 300±8
56 105

42.6

waterstopmale plug and play connector

Accessories not included



 W system          lm system             optics                                 code                         

20W                         1043                     15°                      UL14020W-27N15

20W                         1503                     24°                      UL14020W-27N24

20W                         1458                     36°                      UL14020W-27N36

h(m) E(lx)

1.0

2.0

3.0

4.0

5.0

6.0

11917

2979

1324

745

477

331

0.24

0.48

0.72

0.96

1.20

1.44

D(m)

20W Ra92 3000K  24°

h(m) E(lx)

1.0

2.0

3.0

4.0

5.0

6.0

26454

6613

2939

1653

1058

735

0.12

0.25

0.37

0.49

0.61

0.74

D(m)

20W Ra92 3000K 15°

h(m) E(lx)

1.0

2.0

3.0

4.0

5.0

6.0

6521

1630

725

408

261

181

0.35

0.70

1.05

1.40

1.75

2.10

D(m)

20W Ra92 3000K  36°

UL 140 20W- 27 N 15-SUS
UL/ uplight

140 / cutout 140mm

20W / system power

27 / 2700K

N / non dim

15 / beam angle 15°

SUS/ stainless steel bezel

Code example:


