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CUTOUT :68mm

A

Fixed Optic

or Accessories not included
24V DC-DC Constant-Current Driver
Standard 21 ‘ Designed to connect DuraGreen constant-current luminaires with a
3-18V forward-voltage range to a 24V DC constant-voltage supply.
- O Available in 350mA, 500mA and 700mA versions.
S N 4
9005 9016
IP Rating: P65
Optics: 15°/24°/36°/50°/65°
UGR: <10
CRI: 92Ra
Lifetime: 50,000 hrs (L90 B10)
CCT: 2700K, 3000K (2400K, 3500K,4000K on request)
Typical Source
Efficacy (Im/W): 140
Control: On/off, Phase Cut, 0/1-10V, Dali, Zigbee, Casambi
Binning 2 Step MacAdams
Output: DC 18V 500mA 10W
Ambient temp: -20Cto 25 C
Class: I

Optional accessories:

Material:
Certifications:

Honeycomb, Elliptical Lens,Solite lens
Fine aluminium 6063A
CE, RoHS

DuraGreen




him) E) D(m)
05 15979 0.14
10 3995 027
15 1775 041
20 999 055
25 639 068
30 444 082
10W Ra98 3000K 15°
h(m) E(lx) D(m)
05 8617 023
10 2154 045
15 957 068
20 539 0.90
25 345 113
30 239 135
10W Ra98 3000K 24°
& h(m) E(lx) D(m)
05 4831 031
10 1208 061
15 537 092
20 302 1.22
25 193 153
30 134 183
10W Ra98 3000K 36°
h(m) (1x) (m)
Code example: - =
05 1396 047
WEFL 68 10W-C-30 N 36- (24)-WBH 10 353 094
WEFL/ outdoor fixed 15 157 141
68 / cutout 68mm 20 88 188
10W / system power 2.5 56 235
C/curve baffle 10W Ra98 3000K 50° 30 39 282
30/3000K h(m) E(Ix) D(m)
N/nondim 05 1496 072
36/ beam angle 36° o o 3
24/24VDC 15 166 215
W/ white bezel 0 o 56
B/ black baffle 25 o 258
H/Honeycomb (Optional) oW s 3000 o 0 " 30
24VDC Verison
W system Voltage Im system optics code
- 10W 24VDC 860 15° WFL6810W-C-30N15-24
10W 24VDC 967 24° WFL6810W-C-30N24-24
10W 24VDC 935 36° WFL6810W-C-30N36-24
10W 24VDC 674 50° WEFL6810W-C-30N50-24
10W 24VDC 968 65° WEFL6810W-C-30N65-24
AC 220-240V Verison
W system Input Im system optics code
- 10W AC220-240V 860 15° WFL6810W-C-30N15
10W AC220-240V 967 24° WFL6810W-C-30N24
10W AC220-240V 935 36° WFL6810W-C-30N36
10W AC220-240V 674 50° WFL6810W-C-30N50
10W AC220-240V 968 65° WFL6810W-C-30N65
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